
Proteus Switchgear
Pipers Road

Park Farm Industrial Estate
Redditch
B98 0HU

01527 517117
www.proteusswitchgear.co.uk

This consumer unit must be installed, commissioned and maintained by a Skilled Person (Electrically) in accordance with 
the requirements of all relevant legislation (including BS7671 - IEE Wiring Regulations) and any instructions issued by the 
company. 
The total current supplied by the unit must not exceed the rating of the incoming main switch or RCD or any additional 
information (as shown on the way label). The total sum of individual MCB ratings may exceed this value where there is 
appropriate diversity in the installation.

Note: Over current protective devices are calibrated to meet BS EN 60898 requirements (reference temperature of 30°C). 
Adjacent thermal-magnetic MCBs should not be continuously loaded at or approaching their nominal rated current 
when mounted in enclosures. It is good engineering practice to apply generous de-rating factors or make provisions for 
adequate free air between devices. In these cases, we recommend a 60% diversity factor is applied to the MCB nominal 
rated current where it is intended to load the MCBs continuously (in excess of 1 hour).

Terminals are suitable for copper conductors only.
After installation, connection and testing has been 
completed, it is essential that a check be made on the 
tightness of all screw type cable terminal connections. 
This check should include all factory made 
connections, which may have become loosened 
during transport or inadvertently during installation 
work. This check should be done before replacing the 
busbar shield or front cover.

This consumer unit is intended for horizontal 
surface mount fixing using 4 No. rear keyhole 
slots suitable for No.10 screws. 

Only Proteus branded circuit protective devices should be installed within this consumer unit. 
Fitting of alternative makes of devices will invalidate your warranty. Before removing main 
cover, isolate the electrical supply to the consumer unit.

•	 Remove front cover.
•	 Fully slacken the lower terminal screw of the device.
•	 Locate the device on to both the din rail and comb busbar.
•	 Fully tighten the lower terminal screw of the device on to the busbar.
•	 After fitting load cables, check tightness of ALL cable connections.
•	 It is also good practice to check the tightness of all other connections which may have 

loosened during installation or transit.

This consumer unit is offered with a 10 year warranty against manufacture or defective material. Should the product become 
defective, please contact our technical support team on the number below and we will assist you.
Proteus Switchgear - Consumer Unit Division: 01527 517117 or email us at cons@proteusswitchgear.co.uk

DEVICE MAXIMUM CABLE CAPACITY

MAIN SWITCH 10 - 50mm²

RCD 2.5 - 50mm²

MCB 1 - 25mm²

RCBO (Load Terminals) 1 - 16mm²

AFDD 1 - 16mm²

Surge Arrester 1 - 6mm²

Earth / Neutral Terminals 1 - 16mm² and 1 - 25mm²

IMPORTANT INFORMATION

CONSUMER UNIT - BS EN 61439-3 including Annex ZB; 230V a.c. 50Hz
MAIN SWITCH - BS EN 60947-3
MINIATURE CIRCUIT BREAKERS - BS EN 60898-1
RESIDUAL CURRENT CIRCUIT BREAKER - BS EN 61008-1
COMBINED MCB / RCDs (RCBOs) - BS EN 61009-1
COMBINED RCBO / ARC FAULT DEVICE - BS EN 61009-1 EN 62606

TECHNICAL DATA

CONNECTION TERMINALS TORQUE (Nm)

MAIN SWITCH / RCD 2.5

MCBs / RCBOs (Line) 2.5

RCBOs (Line/Load) 1.5 / 2.5

AFDD (Line/Load) 1.5 / 2.5

Surge Arrester (E+N/Live) 1.5 / 2.5

Earth / Neutral Terminals 1.5

MOUNTING

The cable entry method shall, as far as reasonably practicable, maintain the 
non-combustible arrangement of the metal enclosure. Good workmanship 
and proper materials shall be employed by the installer. With regard to 
ingress protection (IP), the top horizontal surface of the consumer unit 
after the installation shall provide a degree of protection of at least IPXXD 
or IP4X. For all other surfaces accessible after the installation a degree of 
IP2XC shall be provided.
Proteus also offer an intumescent putty pad to provide additional fire 
protection to cable access points within the enclosure. The intumescent 
material provides up to 2hrs fire rating within the enclosure and is non-
setting and flexible, so can be re-positioned where cables are added and/or 
removed from the installation.
Please refer to our technical datasheet for further information.

CABLE ENTRY FACILITY

INGRESS PROTECTION REQUIREMENTS

IP2XC - Protection against access with a tool (2.5mm diameter, 100mm long) 
making contact with hazardous live parts.

IP4X - Protection against access with a 1mm diameter probe.

FITTING OF DEVICES

WARRANTY

Keyhole slots

WARNING: ALWAYS SWITCH OFF THE SUPPLY TO THE CONSUMER UNIT BEFORE REMOVING THE FRONT COVER PCIL001-V2



This installation or part of it, is protected by a device which 
automatically switches off the supply if an earth fault develops. 
Test six-monthly by pressing the button marked “T” or “Test”. 
The device should switch off the supply and should then be 
switched on to restore the supply. If the device does not switch 
off the supply when the button is pressed, seek expert advice.

INSTALLATION DETAILS DATE 

INSTALLED BY: /       /    

APPROVED BY: /       /    

TEL NO.:   

NEXT INSPECTION BY: /       /    

IMPORTANT

This installation should be periodically inspected and
tested and report on its condition obtained, as prescribed

in the IET wiring regulations BS7671 Requirements for Electrical 
Installations.

DATE OF LAST INSPECTION: /       /    

RECOMMENDED DATE OF NEXT INSPECTION: /       /    

CAUTION

THIS INSTALLATION HAS WIRING COLOURS TO TWO VERSIONS OF 
BS 7671.

GREAT CARE SHOULD BE TAKEN BEFORE UNDERTAKING 
EXTENSION, ALTERATION OR REPAIR THAT ALL CONDUCTORS ARE 

CORRECTLY IDENTIFIED.
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SETTINGS

MAIN SWITCH / RCD 2.5 Nm

MCBs / RCBOs (LINE) 2.5 Nm

RCBOs (LINE / LOAD) 1.5 / 2.5 Nm

AFDD (LINE / LOAD) 1.5 / 2.5 Nm

SURGE ARRESTER (E+N / LIVE) 1.5 / 2.5 Nm

EARTH / NEUTRAL TERMINALS 1.5 Nm
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