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Product Code Product Range Issue No. Issue Date Issue By
PEV1-22-IRB PEV. B Sept 2026 T. Tombs
Description = ——
For Electric Vehicle charge point supply. o

s
1 way 3ph 22kW lIsolator/RCD combination
mounted in steel enclosure.
Features . ""_ -
4 pole switched neutral devices.
RCD - 30mA Type B.
Isolator — AC22A 40A. B .
Pre-wired in steel enclosure. é ¢
IP3X. = 0

General Characteristics

Standards BS EN 61439-3.

Current Rating 22kW — 32A nominal. Maximum 27kW - 40A.
Voltage Rating 230/400V ac.

Fault Current Rating 10KkA.

Enclosure Steel.

IP Rating IP3X.

No. of Poles 4

No. of Outgoing TP 1

Ways.

Isolator Terminal

Capacity and Torque 50mm?. 2-2.5Nm.

RCD Terminal

Capacity and Torque 35mm?2. 3Nm.

Cable Entry Facility Knockouts, 2 each end 1x 20/25mm. 1x 25/32mm.
Equipment Type Fixed.

Weight 3.75 kg

Dimensions 385mmH x 205mmW x 112mmbD + dollies.
Switchgear Fitted

Device Rating

Isolator 40A AC22A, 4 pole to BS EN 60947-3.

RCD 63A 30mA type B, 4 pole to BSEN 61008.
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Data sheets are available for

individual devices.
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