
 

 

Product Code Product Range Issue No. Issue Date Issue By 
Code    

SPD/T2/4PE 

Range SPD  B 21/07/2022 T. Tombs 

 

General Characteristics 

Standards EN61643-11 Type 2. IEC 61643-11 Class II. 

Protection parameters. 
Imax. 
In 20x. 

 
40kA 8/20 µs. 
20kA 8/20 µs. 

Up (Protection level) ≤1.3 (L-N)  ≤1.5 (N-PE) 

Voltage Rating  Un 230/400 Vac 
275V maximum continuous operating voltage 

Back up fuse rating 250A maximum 

IP Rating IP54 

No. of Poles 4 

Incomer Terminal Capacity 25mm.sq. 

Terminal Torque 4 Nm.    35.4 lbs-in. 

Cable Entry Facility Tunnel terminal 

Equipment Type Fixed. DIN rail mount. 

Weight 0.75 kg 

Backup protection 160A recommended. 250A maximum. 

Cable csa 25mm.sq. maximum. 16mm.sq. minimum. 

Dimensions H W D  155 x 115 x 95mm. 

  

  

Other data sheets. 

SPD + steel enclosure 
 
SPD 

Part no. SPD/T2/4PES 
 
Part no. SPD/T2/4P 

Description 

Type 2 surge arrestor in insulated IP54 enclosure. 

Features 
Plug in modules. 
Reversible modules to allow top or bottom cabled 
terminals.  
Visual status indication –  
Green – OK     Red – Replace. 
Key coded modules to prevent wrong insertion. 

 

 


